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LCD Digital Overhead Stirrer

0S20-Pro/0S40-Pro/OS70-Pro
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-- Features

= Brushless DC motor for long life, maintenance free

= Silicone cover protecting drill chuck from erosive vapor
= Constant speed despite viscosity change of the sample
= Stirring paddle "top- cross" design, easy to replace the container

= LCDdisplay of set and actual speed, torque and time (for 0S70)

= Spillage and overload protection safety circuits

= Self - locking drill chuck, tools free

= Start/run smoothly, prevent sample splatter or overflow

Universal Plate Stand Grand Plate Stand
(for 0S20/40/70) (for 0OS70)
Cat. No.18900497

Dimension [W x D X H] :

Cat. No.18900258

Dimension [W x D x H] : r
20x31x78cm
Material: stainless steel

Specifications

L

33.5x46.3x78cm

Material: stainless steel

Max. stirring quantity[H 2 O]

Speed range

Speed display accuracy

Time settings range
Max. torque

Motor type
Voltage

Speed display
Torque display

Overload protection display
Chuck range diameter

Dimension[WxHxD]
Protection class

Permissible ambient
temperature and humidity

Data interface

Brushless DC motor
100~240V, 50/60 Hz

5~40 C ,80%RH
RS232

40L | 70L
50~2200rpm ..................... 50~2200rpm ...........
+3rpm +10rpm
................... -099h59m|n
60N-cm 300N-cm
"""""" 50000mPas | 100000mPas
2.8kg ‘ 3.2kg
""" BrushlessDC motor | Brushless DC motor
100~240V, 50/60Hz | 100~240V, 50/60 Hz
................. LCD LCD
LCD LCD
................. LCDLCD
0.5~10mm 0.5~10mm
"""""" 120W/100W | 180W/160W
130W 200W
....... 83x220x186mm83x220x186mm
IP21 IP21
5~40 C ,80%RH 5~40 C ,80%RH
RS232 RS232
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Single Channel Adjustable Volume Pipette

.= Features

= The low part is available for autoclaving.

= Cover large volumes range from 0.1ul to 10ml.
= Long lifetime over 100,000 times pipetting.

= Compatible with most universal brands tips.

= Ergonomic design provides excellent operating
experience.

= Online calibration available, easy calibration and
maintenance with tool supplied

= High accuracy, error limits are better or equal to
international standard Iso 8655-2. Each pipette
supplied with individual test certificate.

-- Structure

=

Digital Display

Tip Ejector

Tip Ejector collar
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Hotplate Magnetic Stirrer
. VV7Vs-380

WTMS-380 is the latest electric heating plate and magnetic stirrer model developed by West Tune. Equipped
with brushless motor and dual work indicator light. It has the characteristics of fast heating, small weight and
strong durability.

.mm Features

= Brushless DC motor is maintenance free

= Dual scale knob adjusts speed and temperature
= Maximum stirring quantity of H20 is 5L

= Digital speed control up to 1500rpm

= Digital temperature control up to 380°C

= 140mm aluminum work plate

= Two indicator light show the state of stirring and heating

Model No. WTMS-380

Working plate size @®140mm
Motor Type Brushless DC motor
.................................. VOItage 100120/60H2200_240W50HZ
Speed range 0-1500rpm
............................... -|- Otalpower 410W
Heating power 400W
.......................... DISktemperature Roomtemperature+5_38ooc
Motor voltage 12V DC
.............................. MOtorpower 5W
Mixing quantity 5L
A”owedamblenttemperature ................................................. 5_400(: ...................................

Allowed Relative Humidity

Dimensions [L x W x H]

Weight

255mmx 163mm x 120mm

1.65kg
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